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NEW PRODUCT ANNOUNCEMENT

LEDUR TW
Undercabinet
Selectable CCT & Output 
Ten Fixtures in One!
LEDUR TW Under cabinet luminaires include two switches to change 

the color temperature and lumen output. Five color temperature 

options and two lumen outputs create ten different fixtures in 

one! The edge-lit placement of the LEDs provides smooth uniform 

light across the counter surface, eliminating hot spot reflections in 

granite and other surfaces normally generated by traditional LED 

under cabinets.

FEATURES
 · 120V input with integral dimmable driver
 · Ten fixures in one! (5 CCT options and 2 lumen outputs)
 · Five color temperatures in each fixture 

(2700K, 3000K, 3500K, 4000K or 5000K)
 · Two lumen outputs in each fixture (275lm or 475lm per foot)
 · Linkable up to 400W
 · Available in five different lengths
 · Triac or ELV dimming
 · Hardwired or Cord Plug
 · Dark Bronze or White finish
 · Integral captive screws for easy mounting 

 
CRI
90+

WARRANTY
LIMITED
YEAR5

COMPLIANT
24
TITLE

3M     ML-PRLF0920

LEDUR TW SELECTABLE CCT & OUTPUT
LENGTH SELECTABLE CCT / OUTPUT FINISH

NUDTW-8811 11"
NUDTW-8818 18"
NUDTW-8822 22"
NUDTW-8832 32"
NUDTW-8842 42"

/23345 2700K/3000K/3500K/4000K/5000K 
 275lm or 475lm per foot

BZ Bronze
WH White

Ex: NUDTW-8818/23345WH = 18" LEDUR TW - Selectable CCT & Output, White finish

OPTIONAL ACCESSORIES
DESCRIPTION FINISH

NUA-802 Junction Box
NUA-803 End to End Connector (included w/ luminaire)
NUA-804 72" 3-Wire Hardwire Connector
NUA-805 72" Cord and Plug
NUA-806 6" Jumper Cable
NUA-812 12" Jumper Cable
NUA-824 24" Jumper Cable
NUA-872 72" Jumper Cable

B Black
W White

Ex: NUA-805W = 72" Cord and Plug, White finish

Selectable Color Temperature
Five position sliding switch
2700K/3000K/3500K/4000K/5000K

Selectable Lumen Output
Three position lumen selection rocker switch
High Output / Off / Standard Output

Captive Screws
Two enclosed screws 
under removable caps
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Junction Box

NUA-802B Black
NUA-802W White
Used to power NUDTW-88 series 
using Jumper Cables or NUA-804 
Hardwire Connector.

End to End Connector

NUA-803 White
Used to join two NUDTW-88 fixtures
seamlessly together. One connector 
is included with each luminaire

72" 3-Wire Hardwire Connector

NUA-804B Black
NUA-804W White
Used to hardwire NUDTW-88 fixtures 
to NUA-802 or junction box (by 
others)

72" Cord and Plug

NUA-805B Black
NUA-805W White
Convert NUDTW-88 series fixtures 
from hardwire to direct plug-in 
units.

Jumper Cables

NUA-806B 6" Black
NUA-806W 6" White
NUA-812B 12" Black
NUA-812W 12" White
NUA-824B 24" Black
NUA-824W 24" White
NUA-872B 72" Black
NUA-872W 72" White
Used to join NUDTW-88 fixtures 
together or to NUA-802.

LEDUR TW ACCESSORIES
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