
External Ground
Crimp Tool
Perform 360˚ crimps on the 
external ground tab of shielded 
RJ45 connectors. Tool design 
allows the installer to perform a 
concentric termination with full 
control, preventing over/under 
crimping the external ground tab.

 • Non-ratcheted design
 • Dual cavity covers wide range of cable ODs
 • Spring loaded
 • Simple design, easy to use
 • Works on most external ground tabs
 • All steel frame
 • Black oxide finish

Application
Crimps the external ground tab on shielded RJ45 
connectors for the following cable types: 
 • Cat5e  • Cat6E • Cat7
 • Cat6 • Cat6A

Technical Data
 • Cable ODs: Maximum: 8.5mm/0.335"
   Minimum: 6.2mm/0.245"
 • Dimensions: 7.25" x 2.25" x .75”
   184mm x 57mm x 19mm
 • Weight: 9.5 oz – 265 g

We Make Connections EZ!

806 Calle Plano
Camarillo, CA 93012

www.platinumtools.com

 Phone: 800.749.5783
 Fax: 800.749.5784
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Ordering Information
 Description P/N UPC CODE

 CT-360 
 External Ground
 Crimp Tool 12360C  849160005148

Dual cavities 
cover a wide 
range of cable 
ODs.

NEW!

Visit www.platinumtools.com for shielded connectors and more!


